
Essential information for designing your 

custom heat transfer labels.
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Contents &
 Key Info

A breakdown of the key areas 

covered by our design guide plus 

information regarding minimums and 

lead times.

Minimum Order 
Quantity

Pieces

Sampling
Lead Time

Approximate Working Days

Production 
Lead Time

Approximate Working Days

1,000 14-16 18-21

Flat  .  Raised

Design  .  Colour  .  Size

Provide a swatch for testing

Heat Press Required (Settings Provided)

Style

Design

Material

Application

Our hard-wearing custom heat transfer labels are used as an 

alternative to sew-on labelling, either as neck labels or outer branding.  

The sections below will explain the design options available.



Flat

Flat heat transfer labels are silkscreen printed and are often used

as an alternative to a woven or printed neck label.

Raised heat transfers can be produced in silicone or PVC and are

more commonly used for external branding of garments and

accessories.

Raised
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Style
Options

We have two main styles of heat 

transfer, each offering different 

applications.



Colour

There are no limits to the number of colours in a 

design and colours can be matched to Pantone 

rereferences or colour swatches.

Design

There are very few constraints in terms of your 

heat transfer label designs.  

As flat heat transfers are typically used as 

alternatives to neck labels, they most often 

feature text, however graphic elements are also 

possible.

Raised heat transfers used as outer branding 

are more likely to feature detailed logos and 

design elements.

Size

While there are no major constraints in terms of 

size, small complex designs may need to be 

enlarged to be reproduced clearly.

Material

While heat transfer labels are suitable for a wide 

range of materials, there can be issues when

applied to waterproof or coated materials. If you 

are unsure, send us a piece of the material you 

are looking to use and we can test its suitability.

Application

Heat transfer labels are applied using a heat 

press. In the sampling stage, we ask you to send 

a piece of the material the labels will be used on 

so we can advise on time, temperature and 

pressure settings for correct application.

Disclaimer

Heat Transfer Labels need to be used within 6-12 months of manufacture as the backing glue will degrade 

over time.  Ensure they are stored away from direct sunlight.
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Design &
Application

Designs can range from simple text to 

more complex designs and images.



You now have all the tools to get designing your

heat transfers, but if you still have any questions, do not

hesitate to get in touch. We look forward to hearing

from you and seeing your designs.

enquiries@ukpaccessories.com

If you are looking for design inspiration, or would like to

see other products within our range, visit our website.

www.ukpaccessories.com


